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The following is the proposed wording for the amended Appliance Regulation provisions related

to central air conditioners and water heaters.

Change 1604(c)(4) as follows:




(4) Enerqy Efficiency Standards for Air-Cooled Air Conditioners and Air-Source Heat

Pumps.

On and after the effective date of a waiver from federal preemption for such standards;

or, if federal preemption does not apply to such standards, on and after February 7,
2004:

(i) The EER, SEER, HSPF, and COP of air-cooled air conditioners and air-source heat
pumps, shall be not less than the applicable values shown in Table C-8.

(ii)(A) Each appliance of a type and cooling capacity covered by Table C-8 shall be

equipped with a thermostatic expansion valve (TXV).

(B) EXCEPTION: MANUFACTURER S ALTERNATIVE. Instead of installing a TXV, the

manufacturer may install any other device that results in an EERgs° that is within 95% of

the rated EERg5° at all of the following conditions:

» Refrigerant charge at 90 percent of the refrigerant charge specified by the

manufacturer of the appliance

* Refrigerant charge at 120 percent of the refrigerant charge specified by the

manufacturer of the appliance

« Airflow at 80 percent of the airflow specified by the manufacturer of the appliance.




Table C-8
Standards for Air-Cooled Air Conditioners and Air-Source Heat Pumps

Appliance

Cooling Capacity
(Btulhr)

Minimum Standard

Up to
December 31, 2005

From
January 1, 2006

Air-cooled air conditioners < 65,000 11.3 EER 11.6 EER
13.0 SEER 13.0 SEER
Air-source heat pumps < 65,000 11.3 EER 11.6 EER
13.0 SEER 13.0 SEER
7.9 COP 7.9 HSPF
Air-cooled air conditioners > 65,000 and 11.0 EER 11.0 EER
< 135,000
Air-source heat pumps >65,000 and 11.0 EER 11.0 EER
<135000 3.4 at47 F. COP 3.4 at47 F. COP
2.4 at 17iF. COP 2.4 at 17jF. COP
Air-cooled air conditioners >135,000 and 10.8 EER 10.8 EER
< 240,000
Air-source heat pumps >135,000 and 10.8 EER 10.8 EER

<240,000

3.3 at 47;F. COP
2.2 at 17{F. COP

3.3 at 47jF. COP
2.2 at 17{F. COP

Change 1604(f)(4) as follows:
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(4) Enerqy Efficiency Standards for Small Water Heaters.

On and after the effective date of a waiver from federal preemption for such standards;

or, if federal preemption does not apply to such standards, on and after February 7,
2004:

The enerqy factor for small water heaters shall be not less than the applicable values

shown in Table F-5.

Table F-5
Standards for Small Water Heaters

Appliance Minimum Enerqy Factor
Electric

(including heat pump) 0.97 - (.00132 x V)

Gas 0.685 - (.0019 x V)

o

0.59 - (.0019 x V)

V = storage volume in gallons.




